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INSTRUMENT TESTS PORTS - RECTANGULAR DUCT - e
WITH OR WITHOUT EXTERNAL INSULATION 1 oF 1

DRILL HOLES TO MATCH OPENING
IN INSTRUMENT TEST PORT, 1-1/4"
MINIMUM. INSTALL TEST PORTS AS

SHOWN
T 1 3 ¥ I TEST OPENING SPACING

. Y. pucT TEST OPENINGS | . wou  |NO.OF "y
X -4 DIMENSION “x* | REQUIRED Z M SPACES
: o I 0 THRU 7 1 X/2 0 0
> < =7r'—T' > 8 THRU 11 2 X/4 X/2 1
S > ! 12 THRU 17 3 X/6 X/3 2
2 '_:L-_$- 18 THRU 23 4 X/8 X/4 3
g 3 I 24 THRU 35 6 X/12 X/6 5
3 < v o < 36 THRU 47 8 X/16 X/8 7

Y S 4 48 THRU 59 10 X/20 | x/10 9
5 Il 60 _AND OVER 12 X724 | x/12 0
2 A ALL DIMENSIONS ARE IN INCHES

< N <o
1

BEVEL WHEN INSULATED INSULATION WHEN SPECIFIED

VENTF ABRICS, INC. MODEL
*699 WITH GASKET.
(STORES *02-089-6650)

NOTE:

FASTEN WITH SELF-PLUGGING
ALUMINUM RIVETS OR SELF-
TAPPING ZINC PLATED SHEET
METAL SCREWS

CAP GASKET—/

TEST PORT
GASKET

TEST PORT

INSTALL INSTRUMENT TEST PORT OVER
EACH OPENING REQUIRED PER TEST
OPENING SPACING TABLE ABOVE
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